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differ from mobile ICE in that a sta-
tionary internal combustion engine is
not a nonroad engine as defined at 40
CFR 1068.30 (excluding paragraph (2)(ii)
of that definition), and is not used to
propel a motor vehicle, aircraft, or a
vehicle used solely for competition.
Stationary ICE include reciprocating
ICE, rotary ICE, and other ICE, except
combustion turbines.

Stationary internal combustion engine
test cell/stand means an engine test cell/
stand, as defined in 40 CFR part 63, sub-
part PPPPP, that tests stationary ICE.

Stoichiometric means the theoretical
air-to-fuel ratio required for complete
combustion.

Subpart means 40 CFR part 60, sub-
part JJJJ.

Two-stroke engine means a type of en-
gine which completes the power cycle
in single crankshaft revolution by com-
bining the intake and compression op-

Pt. 60, Subpt. JJJJ, Table 1

erations into one stroke and the power
and exhaust operations into a second
stroke. This system requires auxiliary
scavenging and inherently runs lean of
stoichiometric.

Volatile organic compounds means
volatile organic compounds as defined
in 40 CFR 51.100(s).

Voluntary certification program means
an optional engine certification pro-
gram that manufacturers of stationary
SI internal combustion engines with a
maximum engine power greater than 19
KW (26 HP) that do not use gasoline
and are not rich burn engines that use
LPG can choose to participate in to
certify their engines to the emission
standards in §60.4231(d) or (e), as appli-
cable.

[78 FR 3591, Jan. 18, 2008, as amended at 73
FR 59177, Oct. 8, 2008; 76 FR 37974, June 28,
2011; 78 FR 6698, Jan. 30, 2013]

TABLE 1 TO SUBPART JJJJ OF PART 60—NOx, CO, AND VOC EMISSION STANDARDS
FOR STATIONARY NON-EMERGENCY SI ENGINES >100 HP (EXCEPT GASOLINE AND
RICH BURN LPG), STATIONARY SI LANDFILL/DIGESTER GAS ENGINES, AND STA-

TIONARY EMERGENCY ENGINES >25 HP

Engine type Maximum
and fuel engine power

Emission standards »

Manufacture o/HP-hr

date ppmvd at 15% O,

NOx | CO | VOC¢ | NOx | CO | VOCH4

Non-Emergency S| Natural Gas® and | 100sHP<500 .............
Non-Emergency Sl Lean Burn LPGP.

Non-Emergency Sl Lean Burn Natural | 500<sHP<1,350 ..........
Gas and LPG.

Non-Emergency S| Natural Gas and | HP2500 ..........cccoouue.
Non-Emergency S| Lean Burn LPG
(except lean burn 500<HP<1,350).

HP=500 ....

Landfill/Digester Gas (except lean burn | HP<500 ...
500<HP<1,350).

HP>500 ......cooveuennne
Landfill/Digester Gas Lean Burn ........... 500<HP<1,350 ..........
Emergency ... 25<HP<130 ...............
HP>130 . .

7/1/2008 2.0 4.0 1.0| 160 | 540 86

1/1/2011 1.0 2.0 0.7 82| 270 60
1/1/2008 2.0 4.0 1.0| 160 | 540 86

7/1/2010 1.0 2.0 0.7 82| 270 60
7/1/2007 2.0 4.0 1.0| 160 | 540 86

7/1/2010 1.0 2.0 0.7 82| 270 60
7/1/2008 3.0 5.0 1.0| 220| 610 80
1/1/2011 2.0 5.0 1.0| 150| 610 80
7/1/2007 3.0 5.0 1.0| 220| 610 80
7/1/2010 2.0 5.0 1.0| 150 | 610 80
1/1/2008 3.0 5.0 1.0| 220| 610 80
7/1/2010 2.0 5.0 1.0| 150 | 610 80
1/1/2009 | <10 | 387 N/A| N/A| NA N/A
..... . 2.0 4.0 1.0| 160 | 540 86

aQwners and operators of stationary non-certified SI engines may choose to comply with the emission standards in units of ei-

ther g/HP-hr or ppmvd at 15 percent O».

bQOwners and operators of new or reconstructed non-emergency lean burn S| stationary engines with a site rating of greater
than or equal to 250 brake HP located at a major source that are meeting the requirements of 40 CFR part 63, subpart ZZZZ,
Table 2a do not have to comply with the CO emission standards of Table 1 of this subpart.

¢The emission standards applicable to emergency engines between 25 HP and 130 HP are in terms of NOx + HC.

dFor purposes of this subpart, when calculating emissions of volatile organic compounds, emissions of formaldehyde should

not be included.

[76 FR 37975, June 28, 2011]
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